SIMATEG CAMARAS TERMOGRAFICAS LIGERAS Guide GPC210

TERMOGRAFIA LIGERA USO GENERAL info@gimatec.es www.gimateg.com
CAMARA TERMOGRAFICA DE MANO GPC210 LASER , Wifi, ALARMA

GPC210 CAMARA TERMOGRAFICA
sensor 256x192 <0,5°C

Wifi - Software -Laser
ALARMAS

MENUS FACIL USO y MODO FUSION IMAGEN REAL/TERMICA
EJEMPLOS APLICACIONES CAMARAS TERMOGRAFICAS GPC210
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CAMARAS TERMOGRAFICAS LIGERAS GPC210 WIFI-Laser-ALARMAS

"GimateG Distribuidor Oficial de Equipos para: LOCALIZACION FUGAS ,TERMOGRAFIA ,INSPECCION ,INSTRUM. MEDIDA y PRL "

CARACTERISTICAS Camara Termograficas GPC210 LIGERA DE USO GENERAL

Measurement range
Measurement accuracy
Anglyzed target
Tracking/alarm
Temperature measuring parameter
Image displad

Display screen

Digital comera

Image mode

Image adjustment
Palette

Storage and transmission
Storage medium

Image storoge format
External interface
Laser

WIF

Power system

Battery type

Battery working time
Power management
Charging mode
Charging time
Environmental paraments
Working temperature
Storage temperature

IP rating

Drop

Certificati

Physlcal parameters
Weight

Size

Software kit

Standard

Opti

Detector type VOx
Infrared resolution 256*192
Wavelength range 7.5-14ym _
—
Field angle 56°*48° TERMOGRAFICA
GPC210

Minimum object distance 0.3m Eible Lons
NETD <45mK fared Lons B8

b GPC210 )
Infrared frame rate 25Hz/9Hz ot
Focusing mode Focus-free termografica Industrial ligera

Measurement and analysis

-20°C-1507C, 100-550°C {automatic switching)
12°C or £2%, whichever is greater

ALARMAS EN MAS O EN MENOS DE

Full-screen highflow temperature alarm; Alarm mode: Visual and cudio alarm

Center tempercture measuring ON/OFF

Emissivity, reflected tempercture, target distonce

247 LCD

2M pixels

IR, VIS, MIF and PIP

Automatic, semi-automatic, manual

6 pseudo colors such as White Hot, Iron Red, Arctic, Rainbow 2, Hot Iron, Rainbow 1

TF cord (up to 32G)

JPG with temp info

TYPE-C, TF cord slot, tripod interface

Class 2 laser, only indicating the measured torget

Yes, it con be connected to the mobile termingl for data transmission

Rechargecble lithium-ion battery, non-removable

>16H

Automatic shutdown, ond odjustable shutdown time from 5 min, 10 min to 20 min
TYPE-C charging;PC/portable charger;Copable of charging while using

90% of full charge in 2.5 hours

-10°C-50°C

-40°C-70°C

P54

2m drop test

CE, FCC, ROHS, UN38.3+ cir/sea freight, IP54, 2m, domp heat test, shock vibration test, impact test

obout 375g

194mm*61.5mm*76mm

ThermoTools

A device, a 16G TF cord, o Quick Product Monuol, a USB-TYPEC cable, o wrist strop, an adopter
Tripod

OTROS INSTRUMENTOS y EQUIPOS en VENTA-ALQUILER Opcion COMPRA.-

Grabe codigo QR en su movil=

- CAMARAS TERMOGRAFICAS.- varios modelos y marcas ,Hasta 1280x960, 1500°C , VideoRadiometrico ,Humedad, etc.
- VIDEOSCOPIOS desde 1,9mm - articulados ,etc. y CAMARAS INSPECCION TUBO empuje desde 13mm a ROBOT

- AGUA.- CONTROL CONSUMO , GEOFONO , LOCALIZADORES ,ANTI-FUGAS y ESTERILIZADORES Ultravioleta UV-C
- LOCALIZADORES FUGAS: Valvulas ANTI-FUGA ,GEOFONOS y GASTRAZA H2 , ULTRASONIDOS , etc.
- INTRUM. MEDIDA .- Analizador COMBUSTION ,°C,%H,CO,C0O2 ,Datal.oger, Distancia ,Velocidad ,MICROSCOPIOS, etc.
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Tel.- 937071855

CAMARA TERMOGRAFICA LIGERA GUIDE GPC210

<CGIMATEG

Calle Antonio Cusido 136 bajos 08208 SABADELL ( Barcelona )
627152432 - 607244335
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www.gimateg.com

info@gimatec.es
https://www.gimateg.com/

Fax.-937247140






