|| gmj;-ﬁ—“- TRIPLE CAMARA inspeccion Tubos: 41mm 360° +24mm a 0°+ 8,5mm 360° x3metros

"GimateG ofrece Videoscopios inspeccion ,Instrumentos Medida , Georadar y Localizadores cable tubos y sondas"

GPTZ41 F SISTEMA INSPECCION con 3 CAMARAS
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R GIRATORIA 3600 APLICACIONES SISTEMA
INSPECCION GPTZ40 con & (%)
CAMARA Diam 28mm 3CAMARAS= -
Vision Frontal 0° Para tubos 30 metros:
: Cabeza 40mm GIRA 360° |

Cabeza 28mm vision 0° | 'i
Videoscopio Articula 8x3m
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Multi-purpase High precisien Lorg distance e Buttan
machine meeler counier inspectisn guick recard 6 F
@ .SONDA EMPUJE 30 metros +Contador metros é
.CAMARAS INTERCAMBIABLES e
Partakility ‘Wide range Exeellent cetection 7 inch highdefinition 7
af spplication reswlts LED maniter :D41 con FOCAL TACTIL o
=
Q o
Model Controller g ©
©
LCD display 7-inch LCD Image format 1280x720 °>,< £
Resolution 1280x720 tactil Video format 1280x720 " a c
— TFT 7"color| o &
Frame rate 30is Lithium-ion battery 11.1V 7000MAH a N
LCD brightness 600cd/m Charging time 8 hours ENDOSCOPIO ARECULADO 5 e
Jametra
LCD contrast 650 Working time of the battery More than 4 hours ?‘;gf\ 8mm 8 w
Largo:
Output NTSC/PAL Optional Operating temperature —10°C~50°C 3 Inf;trns = 8
USB interface USB connecting to PC Saving temperature -10°C~50C E L
- P (]
40mm rotation lens 24mm wide—angle Lens on
Diameter 41mm Diameter 24mm o ‘:_;.
Length 60mm Length 42mm _ 8 =
: : o
Pixels 440,000 Pixels 420,000 L P 8 &
lllumination 12pcs high brightness LED llumination 12pcs high brightness LED hf °°
- . " ; o e 1280 7200 A ©
Outer Materials Stainless steel Outer Materials 304 Stainless steel (.b‘: 5 X 2@
Radial fip 180° FOV >100° <% = =
-]
Axial rotation 360° Image sensor CMOS 1/4 & 2 Q ‘§
=}
Manual focus yes DOF 25Mmm~o E E S 3
oo c
Image sensor CMOS 1/4 IP standards IP67 = INTERCAMBIABLES| = o
P87 i 1 s o
IP standards Water resistant m =8 HD720 ﬁ £
Water resistant im i § 2 NS
Reel with 30m insetinon cable =L t :‘_’
[+]
Insertion cable 30m Materials High strength fiberglass cable Meter counting device yes % E E °°
Diameter 5.5mm |Joint waterprool | IP67 Meter counting accuracy | 3% S a m 8
OTROS INSTRUMENTOS y EQUIPOS TECNICOS: Grabe codigo QR en su movil=

- CAMARAS TERMOGRAFICAS- varios modelos y marcas ,Hasta 640x480 , 1500°C , VideoRadiometrico ,Humedad, etc.

- AGUA y ANTI FUGAS: DETECTOR FUGAS AIRE , GEOFONO AGUA , LOCALIZADORES y HIGIENE Ultravioleta UV-C

- INTRUM. MEDIDA .- Analizador COMBUSTION ,°C,%H,CO,CO2 ,DatalLoger, Distancia ,Velocidad ,MICROSCOPIOS, etc.

TRIPLE CAMARA GIRATORIA INSPECCION TUBOS
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Calle Antonio Cusido 136 bajos 08208 SABADELL ( Barcelona )

Tel.- 937071855 627152432-607244335 Fax.-937247140
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